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Rescue
Buoy ¨

¥ Standard horseshoe buoy attached to a coiled, 131Õ (40m)
lifeline on a reel

¥ Person in the water stays attached to the boat once the buoy
is grabbed

¥ Includes a treated, UV-resistant fabric storage bag with pulpit
mounting clips

¥ SOLAS floating light that illuminates automatically when
righted or floating

¥ Weight without light: 5lb (2.3kg)
¥ Patented
¥ Convert your existing horseshoe into a Rescue Buoy¨ with the

Rescue Buoy Conversion Kit, which includes cover, reel and line
¥ 23.4"H x 25.4"W x 5.5"T (60 x 65 x 14cm)

35926
¥ Complies with SOLAS standard 74.96
¥ 1 SOLAS ring buoy with retro-reflective tape 
¥ 1 SOLAS floating rescue light 
¥ 98.4Õ (30m) of floating yellow 5/16" (8mm)

polypropylene line 
¥ Treated, UV-resistant yellow fabric storage bag

with pulpit mounting clips 
¥ Convert your existing ring buoy into a Rescue

Ring with a conversion kit that includes the cover,
reel and retrieval line

¥ Interior dia: 17.6" (45cm)
¥ Exterior dia: 30" (75cm)

Accessories
16199 SOLAS floating light
35927 Spare cover/storage bag
35928 Rescue Ring conversion kit

Rescue Buoy Yellow cover White cover

Without light
Orange buoy27022
Yellow buoy27024

Orange buoy
35717

With light
Orange buoy27023
Yellow buoy27025

Orange buoy
35716

Conversion Kit 27026 37521

Spare Cover 27949 35719

Rescue
Ring ¨
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Horseshoe
Buoys

¥ 33 pounds (15kg) of buoyancy
¥ Articulated to allow extra widening of the sides to

better accommodate larger crewmembers
¥ Cover is welded
¥ Includes a security strap with a nylon hook
¥ Buoy set includes the horseshoe, a SOLAS floating

continuous-on light and stainless steel bracket
¥ Horseshoe dimensions: 22"H x 25"W x 4"T

(57 x 64 x 10cm)
¥ Mounting racks include one plasticlip with hard-

ware that mounts on any rail 7/8-1" (18.25-25mm)
¥ #37800 includes stainless steel rack, chock cord

and a plastic snap
¥ #31437 includes stainless steel rack and light clip

Inflatable Horseshoe
Buoy

40207 Inflatable Horseshoe Buoy
40206 Inflatable Horseshoe Buoy with Light
¥ Compact high-visibility yellow ABS canister
¥ Polyurethane-coated yellow nylon horseshoe 
¥ Grabline 
¥ Drogue 
¥ Red and yellow flag, 12" x 5.5" (30 x 14cm) 
¥ Retro-reflective tape 
¥ Backup oral inflation device 
¥ Stores in a fixed pushpit holder, is

attached by a lanyard 
¥ Horseshoe will inflate when the

lanyard is fully tensioned
¥ Available with or without a water-activated

light
¥ IOR-approved
¥ Buoyancy: 26.4lb (12kg)
¥ Canister measures 19"H x 5"dia

(49 x 13cm)

10026

* includes horseshoe, SOLAS light and rack
(31437)

Color Buoy only Buoy set*
Orange 16101 10026

Yellow 16102 10027

Red 12061 35922

White 12062 35923

Accessories
40205 Rail mount kit

Accessories
37800 Horseshoe buoy rack
31437 Horseshoe buoy rack

with floating light clip

37800 31437
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Rescue
Sling ¨

Accessories
27028   12-hour lithium light with lanyard

Rescue
Line ¨

27020
¥ 65.6Õ (20m) floating yellow polypropylene line in a weighted (17.5oz/500g)

throw bag
¥ Optional stainless steel bracket for mounting on pulpits or stanchions

(fits rails 7/8"-1"/18.5-25mm dia.)
¥ Breaking strength of line: 880lb (400kg)

Accessories
30766 Rail-mount stainless basket

* shown with rail-mount kit

27027 Yellow
35713 White
¥ Complete system that delivers flotation

to an overboard victim and provides a
means to hoist the person back
aboard using a lifting tackle or halyard
winch if necessary

¥ 131Õ (40m) floating retrieval line coiled on a reel 
¥ Includes storage bag and clips for rail attachment 
¥ Optional 12-hour lithium battery-operated light that

attaches to the flotation belt with an elastic lanyard
¥ Breaking strength of line: 880lb (400kg)
¥ Breaking strength of flotation belt: 1,540lb (700kg)
¥ Bag dimensions: 19.5"H x 11.7"W x 7.8"D
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Ring
Buoys

¥ SOLAS approved models feature four retro-
reflective tape strips and a 9.8Õ (3m) grabline

¥ Container made of polyethylene
¥ Container mounts on wall or with optional

pole or rail mounting kit

Ring Buoy
Rack

Ring Buoy
Containers

*Includes corresponding ring buoy, 98' (30m) throwing line (53154)

Accessories
53134   Floating polypropylene,

98' (30m) throwing line

38171

55677

Floating Lifebuoy
Lights
¥ Visible 360û
¥ When deployed and floating lens-up, the batteries slide

down the tube and create the contact that lights the bulb
¥ Operates on alkaline D cells (not included)
¥ Optional clip bracket mounts horizontally or

vertically on any rail 7/8-1" (18-25mm)
¥ Automatically shuts off when stored lens down

Model Description Light intensity Duration Number of D
batteries

16199* Continuous on light 4 candela 2 hours 5

16198 Strobe light > 2 candela approx. 40 hours at 1 flash/sec. 3

16197 Flashlight < 2 candela approx. 72 hours at 20
flash/min. 5

Accessories
37034 Floating light bracket

*SOLAS

Accessory Standard
Container

Container with
transparent door

Container
Alone 40212 55677

Dimensions
h x w x d

33" x 42.5" x 125"
84 x 108 x 31 cm

35.9" x 35.9" x 7.9"
91 x 91 x 20cm

Pole Mount 40213 55678

Rail mount 40214 55679

Wall Mount Kit - 55680

37832
¥ 1 Plasticlip that

fits rails 7/8"-1" dia.
¥ 1 stainless steel rack
¥ 1 shock cord and plastic snap shackle
¥ Mounting hardware 

40210
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Telescoping Crew
Overboard Pole

40203
¥ Stores in a fixed pushpit holder, attached by

a lanyard
¥ Buoy reaches 5.9Õ (1.8m) above the water
¥ Red and yellow flag, 12" x 5.5" (30 x 14cm) 
¥ Canister measures 19"H x 5"dia (49 x 13cm)
¥ IOR-approved
¥ Compact yellow ABS canister
¥ Polyurethane-coated yellow nylon "pole" 
¥ Weighted buoy
¥ Drogue 
¥ Water-activated light 
¥ Retro-reflective tape 
¥ Backup oral inflation device
¥ Bulb life 8 hours

18581
316 stainless steel
holder attaches
easily to rails, pulpits
and backstays up to
1" dia. using two
fastening lugs.

48875 Pole with orange floats
48876 Pole with yellow floats 
¥ Manufactured to meet IOR offshore racing requirements
¥ 3-piece telescoping black aluminum pole Ð expands from

5.9Õ-10.3Õ (1.8-3.15m)  
¥ Two polystyrene closed cell foam flotation

buoys, each 10"H 
¥ One 18.8" x 14" neon orange flag
¥ 26Õ (8m) of floating rope for attaching to

horseshoe buoy (not included)
¥ Stainless steel ballast
¥ 9v battery for light

40
20

3

48
87

5

Accessories
40204 Rearming kit

(60g gas cylinder and light battery)
40205 Rail mount kit

Accessories
16205 Light kit (no battery)
20614 Spare bulb for light kit
10742 Spare flag
18581 COB pole holder 

Inflatable Crew
Overboard Module



27

P
ersonal M

O
B

 | S
afety Ladders

Flushmount
Safety Ladder

51558
¥ Suitable for use as a swimming

or man overboard ladder
¥ 3 polypropylene steps
¥ 1 stainless steel handle 
¥ Stored in a polyamide tube

with a polypropylene cap for
waterproofness

Personal Inflatable Man
Overboard with Manual Activation

53481 Ð with light
53482 Ð without light
¥ Victim activates the inflation manually by pulling the toggle
¥ Attaches to a belt (on foul weather gear or lifejacket)
¥ Polyurethane-coated yellow nylon "pole"
¥ Comes in a PVC pouch with belt attachment
¥ Red and yellow flag 8" x  5.5" (21 x 14 cm)
¥ Retro-reflective tape
¥ Lanyard
¥ Oral inflation tub

Quick Launch Safety
Ladders

54784
¥ Stored in a canvas bag with two webbing

loops that attach to a sturdy point on
the boat

¥ Steps sink, have girth, tread, and traction
¥ Yellow bag is easy to repack
¥ Can be stowed below when not underway 
¥ 7.6"W x 63.2"L (19 x 162cm)
¥ 11.7" (30cm) between steps


