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Teak
Platforms

¥ Solid teak and 316L stainless
¥ Includes articulated stainless mounting

brackets for a straight or inclined
transom, and all mounting hardware

¥ Max weight 440 lbs.

Platform
Ladder

29390
¥ 316L stainless
¥ Wide steps for a more solid footing
¥ Steps are molded of high-strength polypropylene
¥ Nonskid surface provides traction
¥ Smooth, rounded shape is comfortable on

bare feet

Telescopic Boarding
Gangway

407779
¥ Anodized aluminum with non-slip coating
¥ UV resistant
¥ Telescopic manual-movement gangway has three

sections
¥ Includes flush fitting kit
¥ Folded Dimensions:  3Õ x 1 1/3Õ x 1/3Õ (95x40x7 cm)
¥ Extended Dimensions:  6.6Õ (2m)
¥ Maximum Load:  220 lbs (100kg)
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Model Ladder Dimensions

14030 - 16.5" x 17.7"
42 x 45 cm

14031 4
16.5" x 17.7"
42 x 45 cm

14032 - 55.1" x 21.7"
140 x 55 cm

14033 4
55.1" x 21.7"
140 x 55 cm

Accessories
407780 Stabilizing cables

14032

14031
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One-step Boarding
Ladder
29401

Boarding
Ladders

Narrow Transom
Ladder
30536
¥ Arched rails
¥ 2 fixed, 2 folding steps

Narrow Transom
Ladder

30535
¥ Overrail hooks
¥ 2 fixed, 2 folding steps

Narrow Transom
Ladder

29398
¥ Arched rails
¥ 3 steps
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Stainless Steel
Pontoon Ladder

¥ Mounts easily
¥ Two-step

Model A B

55705 3.6" (90mm) 19.1" (485mm)

55706 9.7" (245mm) 24.8" (630mm)

Features

¥ 7/8 " (¯22m) 316 stainless tubes
¥ Wide, deep steps for a more solid footing
¥ Steps are molded of high-strength polypropylene, with a nonskid surface and are comfortable on bare feet
¥ At least two steps should be immersed for safe boarding
¥ Optional step inclination kits
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Wide Skirt and
Platform Ladder
55964
¥ Flip down for swimming and up to

access the cockpit from the transom
¥ 1 fixed, 3 folding steps

Wide Vertical
Transom Ladder

55704
¥ 3 steps
¥ Ideal for small powerboats

Wide Folding
Transom Ladders

35428
¥ Arched rails
¥ Adjustable mounting angle
¥ 3 fixed, 2 folding steps

Wide Folding Ladders
with Overrail Hooks

Wide Folding Ladders
with Arched Rails
(not pictured)

Model Fixed
Steps

Folding
Steps A B

55695 2 2 41.5" (1050mm) 16.0" (405mm)

55697 2 3 51.2" (1300mm) 16.0" (405mm)

55696 3 2 51.2" (1300mm) 25.8" (655mm)

55698 3 3 61.0" (1550mm) 25.8" (655mm)

Model Fixed
Steps

Folding
Steps A B

55699 1 2 30.1" (785mm) 11.8" (300mm)

55700 2 2 32.9" (835mm) 14.6" (370mm)

55702 2 3 42.7" (1085mm) 14.6" (370mm)

55701 3 2 42.7" (1085mm) 24.4" (620mm)

55703 3 3 52.6" (1335mm) 24.4" (620mm)
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Step Inclination
Kit 

30537
¥ Includes all necessary hardware

Standoff Extension
Mounting Plates
27073

Track Strap Kit for
Inflatable Boat Ladders

12589
¥ For securing a ladder to an inflatable boat that

has tracks on the sides of the floor

Brackets for
Standoff Extensions

¥ Sold in pairs
12586 For 1" (25mm) tube dia.
12587 For 7/8" (22mm) tube dia.

Teak Trim
Kit 

12542
¥ Kit includes six teak strips that install simply by

inserting them into the 10.5"W (27cm)
polypropylene steps

¥ No hardware required

Add-on
Step Kit

29203
¥ Center-to-center: 9.75"

(25cm)

Standoff
Extensions

12563
¥ Sold in pairs
¥ 4.8"L x 1"dia. (120 x 25mm)

Add-on
Top Step

12572
¥ Stainless steel
¥ Center-to-center: 9.75" (25cm)
¥ Tube dia: 7/8" (22cm)

Floor Strap Kit for
Inflatable Boat Ladders
12588
¥ For securing a ladder to the inflatable tube with

a strap under the floor

Inclined Transom
Standoff Kits

¥ Stainless steel
¥ Tube dia: 1" (25mm)
35434 30û Fits ladders 55699, 55700, 55702
35435 15û Fits ladders 55700, 55702
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Ladders
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Rope
Ladder

¥ Synthetic rope ladder
with plastic steps

¥ 10" (26cm) between steps
16574 3 steps
16575 4 steps

Folding Aluminum
Inflatable Boat
Ladder

10192
¥ 31.6"H x 12.9"W (81 x 33cm)

Stainless Steel
Folding Ladder

¥ Arched rails
¥ Nonskid steps
¥ Includes mounting brackets
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Aluminum Boarding
Ladder

¥ Nonslip plastic folding overrail hooks
¥ Plastic steps
¥ Tube dia. 1" (25mm)
¥ Distance between steps: 10.0" (255mm)

Stainless Steel
Inflatable Boat
Ladder

29181
¥ Stainless steel tubing fits over the inflatable

boat tubes
¥ Platform is made of durable, corrosion- and

UV-resistant polypropylene nonskid slats
¥ For rigid inflatables and full-floor inflatable

boats 10Õ-20Õ (3-6m)
¥ Attach with 12588 or 12589 (on page 46)

Model Steps Height

35911 2 25.6" (65cm)

35912 3 36.7" (93cm)

35913 4 47.0" (121cm)

Model Steps A B

29204 1 fixed, 2 folding 28.4" 10.6"
29205 2 fixed, 2 folding 31.5" 13.8"

35912

29205
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Manual Inflation
Pump

¥ Stirrup-type manual pump
¥ Corrosion-free, low-maintenance plastic
¥ Includes hose and an assortment of

nozzle fittings
14301 Bravo 3 Single Action Pump

Capacity: 46.7gal/min
10386 Bravo 6 Double Action Pump

Capacity: 78gal/min 

SuperTurbo Electric
Inflator

47534 Bravo 12
¥ Compact, lightweight
¥ Quiet high-pressure inflator
¥ Auto inflates to the boat

manufacturer's specification
¥ Operates on any 12V cigarette

lighter receptacle
¥ Low power consumption

(max 10A @ 12V) 
¥ Includes a carry bag with hose

and cable pockets
¥ Deflates
¥ Adjustable pressure to 11.7psi

(800 mb)
¥ Capacity: 130gal/minute
¥ Dimensions: 8.4" x 9.4" x 7"

Heavy-Duty
Foot Pump

¥ Features glass-reinforced polyamide plates
¥ Reinforced fabric-coated bellows
¥ All stainless steel hardware
¥ Includes a universal adapter 
16270 Bravo 1

Capacity: 1.3 gal/min
10157 Bravo 2

Capacity: 1.6 gal/min
55669 Bravo 8 with pressure gauge

Capacity: 1.6 gal/min

Double Chamber High
Pressure Foot Pump

37779 Bravo 5
Capacity: 1.1 gal/min

55275 Bravo 9
Capacity: 1.6 gal/min

¥ Ideal for boats with inflatable floors
¥ Max pressure to 11.7 PSI (800 bar)
¥ Includes hose and an assortment of standard

nozzle fittings
¥ .4 gal/min on high pressure setting

Electric Inflation
Pump

13436
¥ 12-volt electric compressor
¥ Puts out 52gal/min
¥ Draws 9 amps
¥ Pressure control maximum 300mb
¥ Includes nozzle fitting and battery clips

Foot Pump Accessories
48887   Bravo pump adapters

Air Pressure
Gauge

35723
¥ Fits on the inflator connector
¥ Large bright easy to read dial

37779 55275

10157 55669
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"The Bumper"
Dock Fender

¥ Made of sturdy, UV-resistant
rotomolded PVC

¥ Secures to the dock with screws,
or optional fastening clamps

¥ Max pressure 1.45 psi/.10 bar
¥ Foam-filled Bumper is ideal for

boats over 30 feet and for busy
commercial pontoons

¥ White

J.
M

. L
io

t ©

Bumper dock fenders
are available in blue and
gray by special order.

Model Type Fill Dimension

38558 1/2 Round Air ¯ 7.1" x 15.7" (18 x 40 cm)

38068 1/2 Round Air ¯ 9.8" x 35.4" (25 x 90 cm)

39362 1/2 Round Foam ¯ 9.8" x 35.4" (25 x 90 cm)

38082 3/4 Round Air ¯ 7.1" x 15.7" (18 x 40 cm)
30102 3/4 Round Air ¯ 9.8" x 35.4" (25 x 90 cm)

37783 3/4 Round Foam ¯ 9.8" x 35.4" (25 x 90 cm)

Accessories
29640 Pole
36663 Set of 3 clamps

30102

Articulated
Bumper

39146
¥ Dimensions: 7" dia. x 31.2"L (18x80cm)
¥ Bends around curves and sharp corners
¥ White.

38068
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PVC Mooring
Buoy

¥ Soft, UV resistant
¥ 9/16Ó (14.5 mm) hot galvanized steel rod
¥ Inflatable (standard rod models available in foam filled by special order)

Mooring Buoy
with Eyelets

¥ Bi-conical, UV resistant plastic

Rigid Plastic
Mooring Buoy

¥ Overall height: 15.4Ó (39 cm)
¥ Diameter:  9.8Ó (25 cm)
¥ Buoyancy: Overall Ð 20lb (9.5 kg),

In Use Ð 7.7lbs (3.5 kg)
16387 White
16388 Orange
16389 Yellow

White
54282
54284
54286
54288
54290
54291
54292

Orange
54283
54285
54287
54289
54293
54294
54295

Rod
Standard
Standard
Standard
Standard

Long
Long
Long

A
in  (cm)

11.8" (30)
15.7" (40)
19.7" (50)
23.6" (60)
15.7" (40)
19.7" (50)
23.6" (60)

B
in  (cm)

23.6" (60)
29.5" (75)
33.5" (85)
37.4" (95)
41.3" (105)
55.1" (140)
63.0º (160)

Weight 
lbs  (kg)
  7.9 (3.6)
11.4 (5.2)
15.2 (6.9)
18.0 (8.2)
12.5 (5.7)
16.5 (7.5)
20.0 (9.1)

Bouyancy
Overall
lbs  (kg)
30 (14)
72 (33)
143 (65)
249 (113)
72 (33)
143 (65)
249 (113)

Bouyancy
in Use 
lbs  (kg)
22 (10)
61 (28)
127 (58)
231 (105)
61 (28)
127 (58)
231 (105)

White
16412
16414
16416
16420
16422
16424

Orange
16413
16415
16417
16421
16423
16425

Eyelet
Standard
Standard
Standard

Brass Reinforced
Brass Reinforced
Brass Reinforced

Bouyancy
Overall
lbs  (kg)
12 (5.5)
53 (24)

134  (61)
12 (5.5)
53 (24)

134  (61)

Bouyancy
in Use

lbs  (kg)
6 (2.7)

26  (12)
35  (16)
6 (2.7)

26  (12)
35  (16)

Overall
Height

in    (cm)
21.25  (54)
29.5  (75)
42.1 (107)

21.25  (54)
29.5  (75)
42.1 (107)

Diameter
in   (cm)
8.7 (22)

12.6 (32)
20.5 (52)
8.7 (22)

12.6 (32)
20.5 (52)



51

Training B
uoy | R

egatta B
uoy

51

Regatta
Buoy

¥ Bright yellow UV resistant PVC
¥ Carry handles
¥ Two inflation/deflation valves
¥ Large transparent information pockets

27Ó x 23.5Ó (69 x 60 cm) 
¥ Net absorbs stress from anchor line not the buoy
¥ Repair kit included

Training
Buoy

38076
¥ Can be used as drifting buoy or traditional fixed buoy
¥ Heavy duty bright yellow PVC 1100 Decitex
¥ Ballast pocket with hook & loop closure hold up to

31 lbs (14 kg) 
¥ Ballast pocket can also be used to stow unused anchor line
¥ Quick inflating and deflating with 1/4 turn Halkey Roberts

type valve
¥ Numerous grab handles
¥ Length:  73.3Ó  
¥ Height above water when inflated and fully ballasted: 

53Ó (1.36 m)
¥ Diameter:  10.2Ó (26cm)
¥ Weight without ballast:  6lbs (2.7 kg)

Jumbo Regatta
Bouy

40266
¥ Heavy duty bright yellow PVC 1100 Decitex
¥ Height above water when inflated: 10.5Õ (3.2 m)
¥ Can be ballasted using 3 reinforced D-ring

attachment points
¥ 5 grab handles
¥ 2 D-rings for flag attachment to the top
¥ Folded dimensions:  39Ó x 16Ó x 8Ó

(1 m x 40 cm x 20 cm)
¥ Triangular Base:  6.5Õ (2 m)
¥ Top cylinder diameter: 23.6Ó  (60 cm)

Accessories
(16448 & 16445 only)
36081 Spare Valve
16447 Repair Kit 

Accessories
Repair Kit for 38076 &
40266:  24816

Model
16448
16445

Shape
Cylindrical
Spherical

Diameter
35"  (.9m)
58" (1.5m)

Height
58" (1.5m)
62" (1.6m)

In¯ated Weight
8.8 lbs (4 kg)

17.6 lbs (8 kg)

Spare Net
22754
22755

Pockets
1
2

Reinforcement attachment D-rings

Flag attachment D-rings

5 grab handles


