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Rescue
Buoy ¨

¥ Standard horseshoe buoy attached to a coiled, 131Õ (40m)
lifeline on a reel

¥ Person in the water stays attached to the boat once the buoy
is grabbed

¥ Includes a treated, UV-resistant fabric storage bag with pulpit
mounting clips

¥ SOLAS floating light that illuminates automatically when
righted or floating

¥ Weight without light: 5lb (2.3kg)
¥ Patented
¥ Convert your existing horseshoe into a Rescue Buoy¨ with the

Rescue Buoy Conversion Kit, which includes cover, reel and line
¥ 23.4"H x 25.4"W x 5.5"T (60 x 65 x 14cm)

35926
¥ Complies with SOLAS standard 74.96
¥ 1 SOLAS ring buoy with retro-reflective tape 
¥ 1 SOLAS floating rescue light 
¥ 98.4Õ (30m) of floating yellow 5/16" (8mm)

polypropylene line 
¥ Treated, UV-resistant yellow fabric storage bag

with pulpit mounting clips 
¥ Convert your existing ring buoy into a Rescue

Ring with a conversion kit that includes the cover,
reel and retrieval line

¥ Interior dia: 17.6" (45cm)
¥ Exterior dia: 30" (75cm)

Accessories
16199 SOLAS floating light
35927 Spare cover/storage bag
35928 Rescue Ring conversion kit

Rescue Buoy Yellow cover White cover

Without light
Orange buoy27022
Yellow buoy27024

Orange buoy
35717

With light
Orange buoy27023
Yellow buoy27025

Orange buoy
35716

Conversion Kit 27026 37521

Spare Cover 27949 35719

Rescue
Ring ¨
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Horseshoe
Buoys

¥ 33 pounds (15kg) of buoyancy
¥ Articulated to allow extra widening of the sides to

better accommodate larger crewmembers
¥ Cover is welded
¥ Includes a security strap with a nylon hook
¥ Buoy set includes the horseshoe, a SOLAS floating

continuous-on light and stainless steel bracket
¥ Horseshoe dimensions: 22"H x 25"W x 4"T

(57 x 64 x 10cm)
¥ Mounting racks include one plasticlip with hard-

ware that mounts on any rail 7/8-1" (18.25-25mm)
¥ #37800 includes stainless steel rack, chock cord

and a plastic snap
¥ #31437 includes stainless steel rack and light clip

Inflatable Horseshoe
Buoy

40207 Inflatable Horseshoe Buoy
40206 Inflatable Horseshoe Buoy with Light
¥ Compact high-visibility yellow ABS canister
¥ Polyurethane-coated yellow nylon horseshoe 
¥ Grabline 
¥ Drogue 
¥ Red and yellow flag, 12" x 5.5" (30 x 14cm) 
¥ Retro-reflective tape 
¥ Backup oral inflation device 
¥ Stores in a fixed pushpit holder, is

attached by a lanyard 
¥ Horseshoe will inflate when the

lanyard is fully tensioned
¥ Available with or without a water-activated

light
¥ IOR-approved
¥ Buoyancy: 26.4lb (12kg)
¥ Canister measures 19"H x 5"dia

(49 x 13cm)

10026

* includes horseshoe, SOLAS light and rack
(31437)

Color Buoy only Buoy set*
Orange 16101 10026

Yellow 16102 10027

Red 12061 35922

White 12062 35923

Accessories
40205 Rail mount kit

Accessories
37800 Horseshoe buoy rack
31437 Horseshoe buoy rack

with floating light clip

37800 31437
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Rescue
Sling ¨

Accessories
27028   12-hour lithium light with lanyard

Rescue
Line ¨

27020
¥ 65.6Õ (20m) floating yellow polypropylene line in a weighted (17.5oz/500g)

throw bag
¥ Optional stainless steel bracket for mounting on pulpits or stanchions

(fits rails 7/8"-1"/18.5-25mm dia.)
¥ Breaking strength of line: 880lb (400kg)

Accessories
30766 Rail-mount stainless basket

* shown with rail-mount kit

27027 Yellow
35713 White
¥ Complete system that delivers flotation

to an overboard victim and provides a
means to hoist the person back
aboard using a lifting tackle or halyard
winch if necessary

¥ 131Õ (40m) floating retrieval line coiled on a reel 
¥ Includes storage bag and clips for rail attachment 
¥ Optional 12-hour lithium battery-operated light that

attaches to the flotation belt with an elastic lanyard
¥ Breaking strength of line: 880lb (400kg)
¥ Breaking strength of flotation belt: 1,540lb (700kg)
¥ Bag dimensions: 19.5"H x 11.7"W x 7.8"D
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Ring
Buoys

¥ SOLAS approved models feature four retro-
reflective tape strips and a 9.8Õ (3m) grabline

¥ Container made of polyethylene
¥ Container mounts on wall or with optional

pole or rail mounting kit

Ring Buoy
Rack

Ring Buoy
Containers

*Includes corresponding ring buoy, 98' (30m) throwing line (53154)

Accessories
53134   Floating polypropylene,

98' (30m) throwing line

38171

55677

Floating Lifebuoy
Lights
¥ Visible 360û
¥ When deployed and floating lens-up, the batteries slide

down the tube and create the contact that lights the bulb
¥ Operates on alkaline D cells (not included)
¥ Optional clip bracket mounts horizontally or

vertically on any rail 7/8-1" (18-25mm)
¥ Automatically shuts off when stored lens down

Model Description Light intensity Duration Number of D
batteries

16199* Continuous on light 4 candela 2 hours 5

16198 Strobe light > 2 candela approx. 40 hours at 1 flash/sec. 3

16197 Flashlight < 2 candela approx. 72 hours at 20
flash/min. 5

Accessories
37034 Floating light bracket

*SOLAS

Accessory Standard
Container

Container with
transparent door

Container
Alone 40212 55677

Dimensions
h x w x d

33" x 42.5" x 125"
84 x 108 x 31 cm

35.9" x 35.9" x 7.9"
91 x 91 x 20cm

Pole Mount 40213 55678

Rail mount 40214 55679

Wall Mount Kit - 55680

37832
¥ 1 Plasticlip that

fits rails 7/8"-1" dia.
¥ 1 stainless steel rack
¥ 1 shock cord and plastic snap shackle
¥ Mounting hardware 

40210
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Telescoping Crew
Overboard Pole

40203
¥ Stores in a fixed pushpit holder, attached by

a lanyard
¥ Buoy reaches 5.9Õ (1.8m) above the water
¥ Red and yellow flag, 12" x 5.5" (30 x 14cm) 
¥ Canister measures 19"H x 5"dia (49 x 13cm)
¥ IOR-approved
¥ Compact yellow ABS canister
¥ Polyurethane-coated yellow nylon "pole" 
¥ Weighted buoy
¥ Drogue 
¥ Water-activated light 
¥ Retro-reflective tape 
¥ Backup oral inflation device
¥ Bulb life 8 hours

18581
316 stainless steel
holder attaches
easily to rails, pulpits
and backstays up to
1" dia. using two
fastening lugs.

48875 Pole with orange floats
48876 Pole with yellow floats 
¥ Manufactured to meet IOR offshore racing requirements
¥ 3-piece telescoping black aluminum pole Ð expands from

5.9Õ-10.3Õ (1.8-3.15m)  
¥ Two polystyrene closed cell foam flotation

buoys, each 10"H 
¥ One 18.8" x 14" neon orange flag
¥ 26Õ (8m) of floating rope for attaching to

horseshoe buoy (not included)
¥ Stainless steel ballast
¥ 9v battery for light

40
20

3

48
87

5

Accessories
40204 Rearming kit

(60g gas cylinder and light battery)
40205 Rail mount kit

Accessories
16205 Light kit (no battery)
20614 Spare bulb for light kit
10742 Spare flag
18581 COB pole holder 

Inflatable Crew
Overboard Module
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Flushmount
Safety Ladder

51558
¥ Suitable for use as a swimming

or man overboard ladder
¥ 3 polypropylene steps
¥ 1 stainless steel handle 
¥ Stored in a polyamide tube

with a polypropylene cap for
waterproofness

Personal Inflatable Man
Overboard with Manual Activation

53481 Ð with light
53482 Ð without light
¥ Victim activates the inflation manually by pulling the toggle
¥ Attaches to a belt (on foul weather gear or lifejacket)
¥ Polyurethane-coated yellow nylon "pole"
¥ Comes in a PVC pouch with belt attachment
¥ Red and yellow flag 8" x  5.5" (21 x 14 cm)
¥ Retro-reflective tape
¥ Lanyard
¥ Oral inflation tub

Quick Launch Safety
Ladders

54784
¥ Stored in a canvas bag with two webbing

loops that attach to a sturdy point on
the boat

¥ Steps sink, have girth, tread, and traction
¥ Yellow bag is easy to repack
¥ Can be stowed below when not underway 
¥ 7.6"W x 63.2"L (19 x 162cm)
¥ 11.7" (30cm) between steps
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Personal Safety
Light

27030
¥ Palm-sized light
¥ ABS plastic
¥ Waterproof up to 328Õ (100mm) deep
¥ Flashes over 200 hours on a single battery
¥ Three modes: flashing, continuous-on or SOS

Morse Code
¥ Long life bulb (up to 100,000 hours)
¥ Universal clip
¥ Battery included
¥ High-visibility yellow

28313 
¥ Immersion in water immediately activates

the light
¥ Operates continuously for 8 hours
¥ Not reusable
¥ Includes lanyard and battery

Aqua Spec AQ98
Lifejacket Light

AQ98
¥ Water-activated switch
¥ 0.75 candela light for a minimum 8 hours
¥ 2"H x 1"W x 1.4"D (50 x 25 x 35mm)
¥ Manual on/off switch 
¥ Attaches easily to any lifejacket
¥ Shelf life: 4 years
¥ USCG-approved

37894 Mini-Trumpet 
27180 Standard Trumpet
¥ Vibrating plastic diaphragm delivers over 100dB
¥ Floats
¥ Compact Mini-Trumpet telescopes from 3.5"-6.5"

(87-163mm) long
¥ Standard Trumpet includes two replacement

diaphragms and a lanyard
¥ 7.8"L (195mm)

Foghorn

16183
¥ Durable red polyamide
¥ Works even when wet
¥ Resists chemicals, salt, abrasion and corrosion
¥ Meets USCG sound signaling requirements for making a 4-second

blast audible for 1/2 mile.

Whistle
16303
¥ Two-tone, polystyrene
¥ Lanyard not included

Disposable Safety
Light

Trumpet
Horns
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Survival
Blanket

11057
¥ Durable, waterproof metallic polyester film
¥ Reflects body heat inward in cold

environments
¥ Protects outwardly from heat, cold, rain

and wind
¥ Unfolds to 5.25Õ x 6.9Õ (1.6 x 2.1m)

22785
¥ Provides excellent protection from rain, wind and cold
¥ Bright, high-visibility orange polyethylene film exterior
¥ Reflective metalicized polyester interior
¥ Accommodates adults to 6.5Õ (2m)
¥ 6.6Õ x 3.2Õ plus hood
¥ Weight: 14oz (400g)

11053
¥ Round-tipped blade prevents punctures to liferafts

and inflatables
¥ Serrated 2.7" (7cm) stainless steel blade cuts

rope or netting
¥ Grooved plastic handle provides a secure grip
¥ Folded dimensions: 4.5"L x 1.4"W (11.5 x 3.5cm)

Safety Equipment
Duffel

29627
¥ 21-gallon (80L) cylindrical bag
¥ Corrosion-proof zipper
¥ Prominent  "Safety Equipment" label
¥ Water-resistant PVC-coated polyester fabric
¥ 27.3"L x 15.6" dia. (70 x 40cm)
¥ Safety equipment not included

Safety
Bag
38159
¥ 23-gallon (90L) bag
¥ Corrosion-proof zipper
¥ Large inside pockets for lifejackets 
¥ Smaller pockets for safety equipment
¥ Loops on both ends for attaching the bag to

the boat or liferaft
¥ Water-resistant PVC-coated polyester fabric
¥ 23.4"L x 15.6"W x 15.6"H (60 x 40 x 40cm)
¥ Safety equipment not included

Floating Safety
Knife

Survival
Sleeping Bag

Signal
Mirrors

16193 Signaling Mirror
27177 Signaling Mirror with Aiming Spot
¥ Lightweight
¥ Work without batteries even when wet
¥ Model 27177 has an aiming spot to help

you flash in the intended direction
¥ Includes lanyard



31

C
able C

utter | F
ire B

lanket | W
ood P

lugs

Fire
Blanket

39816
¥ Deploys quickly
¥ Pull the twin tabs and toss
¥ Continuous filament glass cloth

blanket
¥ 3.3ft2 (1m2), large enough to

smother a small galley or engine fire
¥ Stores in a rigid ABS container that

mounts in a convenient location
¥ Dimensions: 10.75" x 6.3" x 1.5"

(26.5 x 16.1 x 3.7cm)

¥ Assortment of conical wooden plugs for stopping emergency leaks in hulls,
decks and thru-hulls

¥ Required by ORC racing rules
10103 Nine large plugs are 4.4"L with diameters from 3/4" to 2".
16323 Nine small plugs are 1.6 to 3.2"L with diameters from 0.16 to 1.4" 
50501 Six plugs, 2.0 to 4.3"L with

diameters from 0.5 to 2.0" (not shown) 

10103 16323

Wood
Plugs

Toolova Shootit
Cable Cutter
Winner of the 2002 SAIL Magazine Innovation Award for Safety

39339
¥ Load the shroud into the Shootit and pull the trigger
¥ A cartridge propels a cutting device through the shroud
¥ No force is necessary
¥ ItÕs blow-back proof, and includes a safety lock
¥ Constructed of strong, corrosion-resistant chrome and

nickel-plated tempered steel
¥ Handles 1 x 19 steel wire and cable up to 1/2" (12mm) or

3/8"  (9.5mm) rod
¥ Also works with standard nail gun cartridges on smaller

diameter wire and rod
¥ Includes the Shootit cutter in a rugged storage case and

20 cartridges
¥ 13"L x 3"dia. (34 x 8cm)
¥ Weight: 5.5lb (2.5kg)
¥ CE-certified
¥ Two-year warranty
¥ Safety goggles recommended

Accessories
39374 Rearm kit with 10 cartridges
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Manual
Pump

14375 Plastic Bucket
17576 Plastic Bucket with 57" Lanyard
¥ Aluminum handle with metal attachment loop
¥ Capacity: 2.6gal (10L)
¥ Colors may vary

Rubber
Bucket

14054
¥ Unbreakable
¥ Aluminum handle with

an attachment loop
¥ Capacity: 1.9gal (7L)

Bailer

16207
¥ Unbreakable floating polystyrene

with handle 
¥ Capacity: 32oz (.95 liters)
¥ Colors may vary

Drogues
(Sea Anchors)

25354
¥ Designed to slow the drift of a horseshoe buoy or other crew overboard gear
¥ Folds for compact storage
¥ Includes bridle
¥ High-visibility yellow
¥ 31.2"L x 13.7"W (80 x 35cm)

Pump +3.3'
hose

Output per
stroke

Min.
dimensions Stroke

27074 0.53qt 19.2" 13.2"

27075 0.795qt 25.2" 19.2"

27076 1.06qt 31.6" 25.6"

16268 98' (30m)
39258 164' (50m)
¥ Nylon line is marked every meter. 
¥ Color changes every 10m
¥ Includes sounding lead with recess

for wax

Accessories
16707 Storage clips, pair

Plastic
Bucket

¥ Self-priming
¥ ABS plastic manual pump
¥ 1" (25mm) hose 

Hand Lead
Line

18668
¥ PVC drogue
¥ Folds for compact storage
¥ Measures 76" (195cm) from tip to tip including bridle
¥ Cone measures 46.8"L x 23" dia. mouth (120 x 60cm)
¥ Blue

18668

25354
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Octahedral Radar
Reflectors

¥ Aluminum, multi-faceted
¥ Fold flat for compact storage
¥ Large (10074) complies with RORC requirements for a diagonal

dimension greater than 18.6" (456mm)

Tubular Radar
Reflectors

¥ Mobri-type tubular shape minimizes both windage and chafe
on other gear

¥ Powerboat model includes a mounting bracket
¥ Sailboat model is grooved at the ends for mounting on a shroud 

A B

Model Dimensions Weight Reflective
Area

27015 8.6 x 8.6 x 12.0" 450g 32.4ft2

23648 12.0 x 12.0 x 16.6" 650g 54.0ft2

10074 13.6 x 13.6 x 18.8" 1000g 75.6ft2

Model Ref. Length x dia. Weight Reflective
area

A  Sailboat 25586 22.6 x 1.95" 250 g 21.6ft2

A  Sailboat 39099 23.0 x 3.9" 900 g 43.2ft2

B  Powerboat 25587 21.8 x 1.95" 300 g 21.6ft2

B  Powerboat 29496 21.8 x 3.9" 1100 g 43.2ft2

Motoring
Cone

16206 Small, folds to 13.7" x 13.3"
39552 Large, folds to 18.3" x 13.9"
¥ Required on sailboats 40Õ (12m) or larger proceeding under sail when also

being propelled by machinery during daylight hours
¥ Display with the cone pointing down, in the "catch rain" orientation
¥ Molded black plastic
¥ Folds flat for storage

Anchor
Ball

16185 11.7" dia.
39553 13.7" dia.
¥ Internationally recognized signal indicates a vessel at anchor
¥ May be used in place of an all-round white light
¥ Molded black plastic
¥ Folds flat for storage
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Plastimo Safety
Harnesses

¥ Shoulder straps and chest straps are made of different
color webbing, for easy identification and donning

¥ 2Ó (50mm) webbing 
¥ Remains comfortable for long periods of wear

A - standard model features include
¥ Adjustable chest strap only 
¥ Web loop attachment point

B - fully adjustable model features include:
¥ Adjustable chest and shoulder straps
¥ Stainless steel triangle attachment points
¥ Back support that holds the shoulder straps in the

correct position
¥ Reflecting tape
¥ Toggles for fastening onto a sailing jacket
¥ Child harness colors make them distinguishable from

adult models

¥ Bolero vest with built-in harness
¥ Back support holds the shoulder straps in the correct position
¥ Stainless triangle attachment points and reflecting tape
¥ ChildÕs models include a permanently integrated tether with snap hook that

prevents the child from self-disconnecting at the chest. A chest pouch stores
the tether when not in use

31559
¥ Fits all Plastimo harnesses

except childÕs bolero models
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Adjustable Harness Model
A Standard, no tether 31547

A Standard, tether, 2 snap hooks 31546

B Back shoulder strap support 31550

B Back shoulder strap support, 2 snap hooks 31548

B Child, back strap support 31551

B Child, back strap support, tether, 2 snap hooks31549

Model Description Size

31553 Child XS (to 44lb)

31555 Child S (to 110lb)

31552 Tether, 2 snap hooks Adult (over 110lb)

Basic Safety
Harness

31544 Large
31545 XXL
¥ Fixed waistband
¥ 6.6Õ (2m) tether with a single snap hook

that attaches to the chest strap with a
webbing loop

Bolero
Harness

Adjustable Safety
Harnesses

Adjustable
Leg Strap
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¥ Closed cell foam vest
¥ Snap-lock fasteners
¥ Adjustable straps for a snug fit
¥ Grab handle on the back
¥ High-visibility red

Model Size Fits Length
along back

Chest
Size Buoyancy

18405 X-Small Yorkshire 8.5" 9-18" 6lb (1.35N)

18406 Small Terrier 13" 13-26" 10lb (2.25N)

18407 Medium Spaniel 17" 18-32" 20lb (4.5N)

25360 Large Labrador 21" 20-39" 40lb (9.0N)

Tethers

¥ 2Ó (50mm) high-visibility yellow webbing
¥ Snap hooks are designed for one-handed hook and release

Jacklines

¥ Flat 1.2Ó (3m) polyester webbing
¥ As strong as other ropes
¥ Does not roll dangerously

underfoot like round jacklines
¥ Mounting hardware not included
¥ Sold in pairs
¥ Breaking strength: 4,400 lbs.

31561

40153
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Tethers Screw
hooks

Double Action
Safety Hook

Single tethers
4.9' single tether (child size), 2 hooks
6.6' single tether, 1 hook
6.6' single tether, 2 hooks

31560
31558
31561

55981
55982
55983

Elastic single tether, 2 hooks 31564 55984

Double tethers
Double tether (6.6' + 3.3'), 3 hooks
Double tether (one straight, one elastic),
3 hooks

31563
31565

55985
55986

Length Yellow White
19.7' (6m) 36214 39447

23.0' (7m) 36215 39448

26.3' (8m) 36216 39449

29.5' (9m) 36217 39450

32.8' (10m) 36218 39451

51564
¥ Single elastic tether with two Wichard

double-action safety hooks
¥ Extends to 6.6' (2m)
¥ Built-in overload indicator exposes a label

indicating that the tether should be replaced
¥ Complies with ISAF/ORC specifications

51564

ISAF/ORC
Tether

Dog
Flotation

55986
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12748
¥ Same features as Comfort¨

plus: Wider seat, wider webbing
reinforced seams and heavier
fabric

11702
¥ High-strength, abrasion-resistant

polyester
¥ Comfortable seat
¥ Crotch strap
¥ Adjustable back strap
¥ Two storage pockets

10470
¥ Adjustable back and crotch

straps
¥ Fixed pocket has two compart-

ments and an elasticized band
for small tools. 

¥ Detachable pocket holds larger
tools, can be used to shuttle
equipment up and down, and as
a storage bag for the chair

¥ Blue 
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* Based on the weakest element, the rigid seat. All other materials can withstand loads from 2,200 to 4,400lb. These conservative figures are provided to ensure
maximum safety in the unlikely event of a break in the rigid board.

Model Description Fabric 2-sided PVC
Webbing Dimensions

Safe
Working
Load*

11702 Standard Hi-resistance
polyester

1.6" (40mm)
390g/m

15" x 7"
(39 x 18cm)

1540lb
(700kg)

10470 Comfort¨ Coated poly 1.6" (40mm)
390g/m

15" x 7"
(39 x 18cm)

1540lb
(700kg)

12748 Professional Coated poly 2" (50mm)
500g/m

16.4" x 8.6"
(42 x 22cm)

1540lb
(700kg)

Standard
BosunÕs
Chair

Plastimo
Comfort ¨

Bosun's Chair

Plastimo
Professional
Bosun's Chair
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Installation

1) Select one of the attachment methods listed.
2) Do not cut the netting before you have completed

the installation.
3) Begin at one end and attach the top, preferably with

one attachment
4) Attach the bottom.
5) Secure one end, then the other.
6) Cut off the excess netting, preferably with a heat

cut  made with a rope knife, butane torch, or lighter.
A knife or scissors can also be used. 

Attachment Methods

¥ plastic ring clips Ð see CLIPabove
¥ nylon cable ties
¥ utility line (1/16" or 3-4mm diameter)
¥ lifeline threading

Nylon Safety
Netting

881010 100m (328Õ) roll
881012 10m (33Õ) bag
CLIP Bag of 50 plastic ring clips
¥ Reinforced top and bottom selvages
¥ For a professional, easy installation, use netting clips

(one bag of 50 clips for each 5Õ of netting installed)
¥ UV-resistant nylon 
¥ 1.6" (40mm) diamond-shaped mesh 
¥ Knotless construction 
¥ For installations from 12" to 28" high (30-71cm) 

How to
Measure

1) Determine the height of your installation. 
2) Select the appropriate multiplier from the

chart at right. 
3) Multiply the length of your installation by the

multiplier. 
4) Add 10% for error. 
Example: Installation is 19"H x 22'L.
Multiply 22' x 1.2=26.4' + 2.6' (10%)= 29'.
Purchase 29' of netting.

Height of Installation Multiply By

12-16" (31-41cm) 1.1

18-20" (46-51cm) 1.2

22" (56cm) 1.3

24" (61cm) 1.4

26" (66cm) 1.5

28" (71cm) 1.7

Safety Netting Length
Calculator


